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REFERENCE DATA
AN/TPX-42 FACILITY REFERENCE DATA
LOCATION
ORGANIZATION
DATE
SECTION I
ANTENNA SUBSYSTEM
PARAMETER
SPECIFICATION
RESULT
1)
MECHANICAL TILT
NO TWISTS,  LEVEL,  ETC.
(INITIALS)
2)
TILT ANGLE (Main Array)
DEGREES
TILT ANGLE (Backfill Array)
PER TRACALS/ATCALS REPORT
DEGREES
3)
ANTENNA VSWR (Directional)
PER APPLICABLE TECHNICAL ORDER
(INITIALS)
ANTENNA VSWR (Omn)
PER APPLICABLE TECHNICAL ORDER
(INITIALS)
4)
FS/FTA
PER APPLICABLE TECHNICAL ORDER
(INITIALS)
5)
ROTARY JOINT INSERTION LOSS
PER APPLICABLE TECHNICAL ORDER
(INITIALS)
6)
CABLE LOSS TO ROTARY JOINT
PER APPLICABLE TECHNICAL ORDER
dB
SECTION II
MAJOR SYSTEM PERFORMANCE CHECKS
RESULT
PARAMETER
SPECIFICATION
IR # 1
IR # 2
1)
POWER OUT (P1/P3)
PER TRACALS/ATCALS REPORT
dBm
dBm
POWER OUT (P2)
PER TRACALS/ATCALS REPORT
dBm
dBm
2)
SYSTEM VSWR
31P4-2TPX42-2, Para 5.11.12 <1:5:1
Ratio
Ratio
3)
RECEIVER SENSITIVITY
-76 dBm AT VIDEO PROCESSOR
dBm
dBm
3)
GTC CURVE
PER TRACALS/ATCALS REPORT
(INITIALS)
(INITIALS)
4)
PULSE WIDTH
0.8 ± 0.01 µsec
µsec
µsec
5)
RECEIVER GAIN
2.0 ± 0.2 VDC
VDC
VDC
6)
RECEIVER GATE LENGTH
PER TRACALS/ATCALS REPORT OR 31P4-2TPX42-2
ms
ms
7)
CODER/ SYNC COUNTDOWN
31P4-2TPX-42-2, Para 5.10.4.1.1
(INITIALS)
8)
BST DELAY
31P4-2TPX-42-2, Para 5.10.4.1.3
(INITIALS)
9)
INTERNAL TRIGGER
31P4-2TPX-42-2, Para 5.10.4.1.2
(INITIALS)
VIDEO LINE AMP/COMPENSATION
ALIGNMENT
10)
VIDEO = 12.5 ± 1V
(INITIALS)
11)
DEFRUITER IN/OUT ADJ.
31P4-2TPX-42-2, Para 5.10.5.4
(INITIALS)
12)
SIGNAL PROC LINE COMP. ADJ.
31P4-2T-52
(INITIALS)
(INITIALS)
13)
APGU AZIMUTH GATE
31P4-2T-62
(INITIALS)
14)
PER APPLICABLE TECHNICAL ORDER
15)
VERIFY AN/TPX49 OPERATION
31P4-2TPX49-2
(INITIALS)
SECTION III
VSP SWITCH POSITIONS
1)
WINDOW SIZE
SITE DEPENDENT/PER ATCALS REPORT
2)
WINDOW LEAD EDGE
SITE DEPENDENT/PER ATCALS REPORT
3)
WINDOW TRAIL EDGE
SITE DEPENDENT/PER ATCALS REPORT
4)
CONFIDENCE COUNT
SITE DEPENDENT/PER ATCALS REPORT
5)
AZIMUTH OFFSET
SITE DEPENDENT/PER ATCALS REPORT
6)
P-MODE/ALL-MODE
SITE DEPENDENT/PER ATCALS REPORT
7)
DELTA SWITCH  ± 2 /± 1
SITE DEPENDENT/PER ATCALS REPORT
8)
PRF SWITCH POSITION
SITE DEPENDENT/PER ATCALS REPORT
ENTRY INTO APPROVED INFORMATION SYSTEM
NAME Last, First, MI)
SIGNATURE
DATE
SIGNATURE INDICATES ALL ANNUAL PERFORMANCE REQUIREMENTS HAVE BEEN CHECKED AND ALL PROBLEM AREAS HAVE BEEN
IDENTIFIED AND DOCUMENTED IN THE APPROVED INFORMATION SYSTEM IF AVAILABLE.
AFTO FORM 508, 20130515
Click to sign
INDICATOR PERFORMANCE
ANNUAL
SERIAL
8.2.1.3158.1.475346.466429
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