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DATE
REFERENCE
AN/TRN-48 D-TACAN REFERENCE DATA
UNIT/LOCATION
SYSTEM ID (Site Code)
CHANNEL
EQUIPMENT ID
SERIAL NUMBER
MONITOR CONTROL UNIT
ROTARY SWITCH SETTING
MEASURE AND RECORD POWER
(RF Feed SK4 on Antenna Breakout Panel)
BEACON POWER AT MAIN RF OUTPUT
TX1
TX2
WATTS
WATTS
SPECTRUM
(RF Feed SK4 on Anetenna Breakout Panel)
+/-800KHZ IS -37 dB OR BETTER
+/-2MHZ IS -57 dB OR BETTER
TX1
+/-800KHZ IS -37 dB OR BETTER
+/-2MHZ IS -57 dB OR BETTER
TX2
PARAMETER/ANTENNA COMMS PRODUCTS
(Print Screens)
NOTE:
G.  PARAMETER STATUS 1/2
REMARKS:
TECHNICIAN NAME
AFTO FORM 519, 20130502
THE FOLLOWING COMPUTER PRINTOUTS ARE REQUIRED TO BE OBTAINED IMMEDIATELY AFTER REFERENCE FLIGHT INSPECTION. THEY MUST BE MAINTAINED IN THE FACILITY REFERENCE FOLDER WITH THIS FORM.  IF PRINTER IS NOT AVAILABLE, HAND TRANSCRIBE ALL REQUIRED DATA IN THE REMARKS BLOCK.  USE A CONTINUATION SHEET IF NECESSARY.
A.  AZIMUTH CALIBRATION
B.  ANTENNA COMMS - FAULTS
C.  ANTENNA COMMS - LIMITS
D.  ANTENNA COMMS - STATUS
E.  ANTENNA COMMS - TABLE
F.  BEACON SET UP
8.2.1.3158.1.475346.466429
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